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SINGLE GIRDER EOT CRANE
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Features of Standard Single Girder EOT Cranes

e Manufacturing up to 25T Capacity with 30M Span

e Modular standard and customised design as per 153177 ,IS 807

e (Customsied designs as per DIN, CMAA & FEM standards available
Minimum Noise Creating Light Model available
Customized speeds and dual speed available
Heavy Duty Application (Class IV) available
Short-head room model available

Customised underslung cranes available

Customsied Semi electronic (Semi-EOT) models available

Customised design available for Steel Duty Grade application as per 1S4137,1S 807
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TECHNICAL OF SINGLE GIRDER EOT CRANE
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5 700 220 750 750 2000 1 1
1 10 800 220 750 750 2500 1 2
15 850 220 750 750 3000 2 3
5 800 250 750 750 2000 2 2
5 10 900 250 750 750 2500 2 2
15 1000 250 750 750 3000 2 4
20 1200 250 750 750 4000 2 5
5 800 250 850 850 2000 2 2
3 10 900 250 850 850 2500 2 3
15 1000 250 850 850 3000 3 4
20 1250 250 850 850 4000 4 7
10 950 250 950 950 2500 4 3
5 15 120 250 950 950 3000 4 6
20 1300 250 950 950 4000 5 77
10 1000 250 1000 1000 2500 5 6
1.5 15 1250 250 1000 1000 3000 6 7
20 1400 250 1000 1000 4000 6 9
10 1100 275 1100 1100 2500 7 5
10 15 1350 275 1100 1100 3000 7 8
20 1500 275 1100 1100 4000 8 10
10 1200 300 1100 1100 2500 10 7
15 15 1500 300 1100 1100 3000 10 10
20 1600 300 1100 1100 4000 11 12




DOUBLE GIRDER EOT CRANE
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Features of Standard Double Girder EOT Cranes
e Manufacturing up to 150T Capacitywith 35M Span
e Modular standard and customised design as per 1S3177,1S 807
e Customsied designs as per DIN, CMAA & FEM standards available

Auxilary hoist mechanism available

Minimum Noise Creating Light Model available

Customized speeds and dual speed available

Heavy Duty Application (Class IV) available

Short-head room model available

Customised design available for Steel Duty Grade application as per 1S4137,1S 807
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